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1
IMAGE SENSOR FLICKER DETECTION

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the benefit under 35 U.S.C. §119
(e) of U.S. Provisional Patent Application No. 61/913,851,
filed Dec. 9, 2013, and entitled “Image Sensor Flicker
Detection,” the entirety of which is incorporated by refer-
ence as if fully enclosed herein.

TECHNICAL FIELD

The present invention relates generally to image sensors,
and more particularly to detecting flicker in an image sensor.

BACKGROUND

Image sensors can capture an image using a rolling shutter
mode or a global shutter mode. In the global shutter mode,
the pixels in the image sensor capture the image at a single
point in time. Each pixel in the image sensor begins and ends
an integration or exposure period at the same time. In the
rolling shutter mode, different lines of pixels (e.g., rows)
have different exposure times as the signals are read out of
the pixels line by line. Each line of pixels will start and end
its exposure slightly offset in time from the other lines of
pixels in the image sensor. Thus, different lines of the image
are captured at slightly different points in time.

Typically, light sources such as incandescent bulbs or
fluorescent tubes flicker at the same frequency as their
power supply, usually 100 Hz or 120 Hz. This flicker can be
captured by some or all of the pixels in an image sensor
when an image is captured. The flicker can produce hori-
zontal bands in the captured image depending on the state of
the light source at the point in time that each line in the
captured image was exposed. A person viewing the captured
image may detect the horizontal band or bands in the image.

In some situations, an image sensor can avoid capturing
flicker in an image by using exposure times that are mul-
tiples of an assumed frequency. For example, to avoid flicker
caused by a 60 Hz power supply, the image sensor may
choose integration times that are multiples of Y120 of a
second. In this way, each line of the image sees an integer
multiple of flicker periods. But if the power supply is a 50
Hz power supply instead of a 60 Hz power supply, a
horizontal band caused by a 50 Hz flicker will move
predictably in the captured image. An image sensor or
imaging system may be able to detect the 50 Hz flicker and
responsively adjust the exposure time to avoid the 50 Hz
flicker.

An image sensor, however, is not always able to detect
flicker in an image when the image sensor uses exposure
times that are multiples of an assumed frequency. For
example, when an image sensor using a frame rate of 60
frames per second operates with exposure times that are
multiples of 50 Hz, flicker produced by a 60 Hz frequency
may not be detectable because a horizontal band will not
move in the image. Instead, the horizontal band will appear
at the same location in the captured images, making it
difficult to distinguish the horizontal band from the content
in the scene being imaged.

SUMMARY

In one aspect, an image sensor can include an imaging
area and one or more flicker detection regions. The imaging
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area includes one or more pixels. Each flicker detection
region includes one or more pixels. The pixel(s) in at least
one flicker detection region are sampled multiple times
while at least one pixel in the imaging area capture an image.

In another aspect, a processor can be operatively con-
nected to the one or more flicker detection regions. The
processor may be adapted to enable the pixel(s) in at least
one flicker detection region to be sampled multiple times
while at least one pixel in the imaging area capture an image.
The processor can receive the samples and analyze the
samples to detect flicker in the image being captured. If
flicker is detected, the processor can compensate for the
flicker. As one example, the processor can adjust an expo-
sure time for capturing the image.

In yet another aspect, a method for capturing an image in
an image sensor can include capturing the image with at
least one pixel in the imaging area and substantially simul-
taneously accumulating charge in the pixel(s) in at least one
flicker region. Multiple readout operations can be performed
to obtain samples from the one or more pixels in the at least
one flicker detection region while the at least one pixel in the
imaging area captures the image. The samples can be
analyzed to detect flicker in the image. If flicker is detected,
the processor can compensate for the flicker.

In another aspect, a method for enabling a flicker detec-
tion mode in an image sensor can include determining
whether flicker is to be detected using at least one flicker
detection region when an image is to be captured by at least
one pixel in the imaging area, and if flicker is to be detected,
reading out charge in the one or more pixels in the at least
one flicker detection region multiple times while the image
is being captured by the at least one pixel in the imaging
area. If flicker will not be detected, the one or more pixels
in the at least one flicker detection region and the at least one
pixel in the imaging area capture the image.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments of the invention are better understood with
reference to the following drawings. The elements of the
drawings are not necessarily to scale relative to each other.
Identical reference numerals have been used, where pos-
sible, to designate identical features that are common to the
figures.

FIGS. 1A-1B depict front and rear views of an example
electronic device that can include one or more image sen-
sors;

FIG. 2 is an example block diagram of the electronic
device shown in FIG. 1;

FIG. 3 is a cross-sectional view of the camera 102 shown
in FIG. 1A;

FIG. 4 illustrates a simplified block diagram of one
example of an image sensor suitable for use as image sensor
302 shown in FIG. 3;

FIG. 5 depicts a simplified schematic view of a pixel that
is suitable for use as a pixel 406 shown in FIG. 4;

FIG. 6 illustrates a simplified schematic diagram of one
example of pixels in an imaging area and in a flicker
detection region operatively connected to readout circuitry;

FIG. 7 depicts a simplified schematic diagram of another
example of pixels in an imaging area and a flicker detection
region operatively connected to readout circuitry;

FIG. 8 is a flowchart of a method for detecting flicker in
an image sensor; and
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FIG. 9 is a flowchart of a method for enabling a mode in
an image sensor.

DETAILED DESCRIPTION

Embodiments described herein provide an image sensor
that includes an imaging area and one or more flicker
detection regions. The imaging area includes pixels that
capture one or more images. Each flicker detection region
includes pixels that are sampled multiple times while an
image is being captured. The samples can be analyzed by a
processor to detect flicker in the scene being imaged.

Referring now to FIGS. 1A-1B, there are shown front and
rear views of an electronic device that includes one or more
image sensors. The electronic device 100 includes a first
camera 102, a second camera 104, an enclosure 106, an
input/output (I/0) member 108, a display 110, and an
optional flash 112 or light source for the camera or cameras.
The electronic device 100 can also include one or more
internal components (not shown) typical of a computing or
electronic device, such as, for example, one or more pro-
cessors, memory components, network interfaces, and so on.

In the illustrated embodiment, the electronic device 100 is
implemented as a smart telephone. Other embodiments,
however, are not limited to this construction. Other types of
computing or electronic devices can include one or more
cameras, including, but not limited to, a netbook or laptop
computer, a tablet computing device, a wearable communi-
cations device, a wearable health assistant, a digital camera,
a printer, a scanner, a video recorder, and a copier.

As shown in FIGS. 1A-1B, the enclosure 106 can form an
outer surface or partial outer surface and protective case for
the internal components of the electronic device 100, and
may at least partially surround the display 110. The enclo-
sure 106 can be formed of one or more components operably
connected together, such as a front piece and a back piece.
Alternatively, the enclosure 106 can be formed of a single
piece operably connected to the display 110.

The /O member 108 can be implemented with any type
of input or output member. By way of example only, the [/O
member 108 can be a switch, a button, a capacitive sensor,
or other input mechanism. The /O member 108 allows a
user to interact with the electronic device 100. For example,
the /O member 108 may be a button or switch to alter the
volume, return to a home screen, and the like. The electronic
device can include one or more input members or output
members, and each member can have a single I/O function
or multiple I/O functions.

The display 110 can be operably or communicatively
connected to the electronic device 100. The display 110 can
be implemented with any type of suitable display, such as a
retina display or an active matrix color liquid crystal display.
The display 110 provides a visual output for the electronic
device 100. In some embodiments, the display 110 can
function to receive user inputs to the electronic device. For
example, the display 110 can be a multi-touch capacitive
sensing touchscreen that can detect one or more user inputs.

The electronic device 100 can also include a number of
internal components. FIG. 2 illustrates one example of a
simplified block diagram of the electronic device 100. The
electronic device can include one or more processors 200,
storage or memory components 202, input/output (I/O)
interfaces 204, power sources 206, and sensors 208, each of
which is discussed in turn below.

The one or more processors 200 can control some or all
of the operations of the electronic device 100. The processor
(s) 200 can communicate, either directly or indirectly, with
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substantially all of the components of the electronic device
100. For example, one or more system buses 210 or other
communication mechanisms can provide communication
between the processor(s) 200, the memory 202, the I/O
interfaces 204, the cameras 102, 104, the display 110, the [/O
member 108, and/or the sensors 208. The processor(s) 200
can be implemented as any electronic device capable of
processing, receiving, or transmitting data or instructions.
For example, the one or more processors 200 can be a
microprocessor, a central processing unit (CPU), an appli-
cation-specific integrated circuit (ASIC), a digital signal
processor (DSP), or combinations of multiple such devices.
As described herein, the term “processor” is meant to
encompass a single processor or processing unit, multiple
processors, multiple processing units, or other suitably con-
figured computing element or elements.

The one or more storage or memory devices 202 can store
electronic data that can be used by the electronic device 100.
For example, the memory 202 can store electrical data or
content such as, for example, audio files, document files,
timing signals, and image data. The memory 202 can be
configured as any type of memory. By way of example only,
the memory 202 can be implemented as random access
memory, read-only memory, Flash memory, removable
memory, or other types of storage elements, in any combi-
nation.

The one or more 1/O interfaces 204 can receive data from
a user or one or more other electronic devices. For example,
an 1/O interface 204 can receive input from the I/O member
108 shown in FIG. 1A. Additionally, an /O interface 204
can facilitate transmission of data to a user or to other
electronic devices. For example, in embodiments where the
electronic device 100 is a smart telephone, an 1/O interface
204 can receive data from a network or send and transmit
electronic signals via a wireless or wired connection.
Examples of wireless and wired connections include, but are
not limited to, cellular, Wi-Fi, Bluetooth, and Ethernet. In
one or more embodiments, an [/O interface 204 supports
multiple network or communication mechanisms. For
example, an /O interface 204 can pair with another device
over a Bluetooth network to transfer signals to the other
device while simultaneously receiving signals from a Wi-Fi
or other wired or wireless connection.

The one or more power sources 206 can be implemented
with any device capable of providing energy to the elec-
tronic device 100. For example, the power source 206 can be
a battery or a connection cable that connects the electronic
device 100 to another power source such as a wall outlet.

The one or more sensors 208 can by implemented with
any type of sensors. Examples sensors include, but are not
limited to, audio sensors (e.g., microphones), light sensors
(e.g., ambient light sensors), gyroscopes, and accelerom-
eters. The sensors 208 can be used to provide data to the
processor 200, which may be used to enhance or vary
functions of the electronic device.

It should be noted that FIG. 2 is illustrative only. Other
embodiments can include additional or different compo-
nents.

As described with reference to FIGS. 1A and 1B, the
electronic device 100 includes one or more cameras 102,
104 and optionally a flash 112 or light source for the camera
or cameras. FIG. 3 is a simplified cross-section view of the
camera 102 taken along line 3-3 in FIG. 1A. Although FIG.
3 illustrates the first camera 102, those skilled in the art will
recognize that the second camera 104 can be substantially
similar to the first camera 102. In some embodiments, one
camera may include a global shutter configured image
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sensor and one camera can include a rolling shutter config-
ured image sensor. In other examples, one camera can
include an image sensor with a higher resolution than the
image sensor in the other camera.

The camera 102 includes an imaging stage 300 that is in
optical communication with an image sensor 302. The
imaging stage 300 is operably connected to the enclosure
106 and positioned in front of the image sensor 302. The
imaging stage 300 can include conventional elements such
as a lens, a filter, an iris, and a shutter. The imaging stage 300
directs, focuses or transmits light 304 within its field of view
onto the image sensor 302. The image sensor 302 captures
one or more images of a subject scene by converting the
incident light into electrical signals.

The image sensor 302 is supported by a support structure
306. The support structure 306 can be a semiconductor-
based material including, but not limited to, silicon, silicon-
on-insulator (SOI) technology, silicon-on-sapphire (SOS)
technology, doped and undoped semiconductors, epitaxial
layers formed on a semiconductor substrate, well regions or
buried layers formed in a semiconductor substrate, and other
semiconductor structures.

Various elements of imaging stage 300 or image sensor
302 can be controlled by timing signals or other signals
supplied from a processor or memory, such as processor 200
in FIG. 2. Some or all of the elements in the imaging stage
300 can be integrated into a single component. Additionally,
some or all of the elements in the imaging stage 300 can be
integrated with the image sensor 302, and possibly one or
more additional elements of the electronic device 100, to
form a camera module. For example, a processor or a
memory may be integrated with the image sensor 302 in
some embodiments.

Referring now to FIG. 4, there is shown a simplified block
diagram of one example of an image sensor suitable for use
as image sensor 302 shown in FIG. 3. The image sensor 400
can include an image processor 402 and an imaging area
404. The imaging area 404 can be implemented as a pixel
array that includes pixels 406. In the illustrated embodiment,
the pixel array is configured in a row and column arrange-
ment. However, other embodiments are not limited to this
configuration. The pixels in a pixel array can be arranged in
any suitable configuration, such as, for example, a hexagon
configuration.

The imaging area 404 may be in communication with a
column select 408 through one or more column select lines
410 and a row select 412 through one or more row select
lines 414. The row select 412 selectively selects a particular
pixel 406 or group of pixels, such as all of the pixels 406 in
a certain row. The column select 408 selectively receives the
data output from the select pixels 406 or groups of pixels
(e.g., all of the pixels with a particular column).

The row select 412 and/or the column select 408 may be
in communication with the image processor 402. The image
processor 402 can process data from the pixels 406 and
provide that data to the processor 200 and/or other compo-
nents of the electronic device 100. It should be noted that in
some embodiments, the image processor 402 can be incor-
porated into the processor 200 or separate therefrom.

One or more flicker detection regions 416 may be posi-
tioned adjacent to the imaging arca 404. In the illustrated
embodiment, one flicker detection region is positioned adja-
cent to the top of the imaging area 504 and another flicker
detection region is located adjacent to the bottom of the
imaging area 504. Other embodiments can position the one
or more flicker detection regions at different locations.
Additionally, each flicker detection region 416 is shown as
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a single horizontal line of pixels. Other embodiments can
include any given number of pixels arranged in any con-
figuration.

Each flicker detection region includes pixels 418. In some
embodiments, the pixels 418 are configured as the pixels 406
in the imaging area 404. Other embodiments can configure
the pixels 418 differently. Two illustrative pixel configura-
tions are described in more detail later in conjunction with
FIGS. 6 and 7. The flicker detection region(s) can reduce the
effect of scene content on flicker detection because the
flicker detection region(s) sample roughly the same special
region of an image.

The pixels 418 in a flicker detection region may be
optionally divided into sub-regions. As one example, the
pixels 418 can be divided horizontally into two or four
sub-regions 420, 421, 422, 423. Dividing the pixels into
sub-regions 420, 421, 422, 423 allows the top flicker detec-
tion region to be separate from the bottom flicker detection
region regardless of the orientation of the image sensor (e.g.,
portrait or landscape). For example, if the top of the scene
being imaged is flickering differently from the bottom of the
scene, the top of the scene can be observed using two
sub-regions, such as sub-regions 421 and 422, or 422 and
423, or 420 and 423, or 420 and 421 depending on the
orientation of the image sensor.

In some embodiments, the one or more flicker detection
regions 416 include pixels 418 that are physically separate
and distinct from the pixels 406 in the imaging area 404. In
other embodiments, the flicker detection region(s) include
pixels that are implemented within the imaging area 404 but
are logically separated from the pixels in the imaging area.
For example, the pixels in the top row and in the bottom row
of an imaging area can be used to for flicker detection
instead of image capture. And in yet another embodiment,
the pixels in the one or more flicker detection region can
have multiple modes, with one mode being flicker detection
and another mode image capture. Mode enablement is
described in more detail in conjunction with FIG. 9.

Referring now to FIG. 5, there is shown a simplified
schematic view of a pixel that is suitable for use as a pixel
406 shown in FIG. 4. The pixel 500 includes a photodetector
(PD) 502, a transfer transistor (TX) 504, a sense region 506,
a reset (RST) transistor 508, a readout transistor 510, and a
row select (RS) transistor 512. The sense region 506 is
represented as a capacitor in the illustrated embodiment
because the sense region 506 can temporarily store charge
received from the photodetector 502. As described below,
after charge is transferred from the photodetector 502, the
charge can be stored in the sense region 506 until the gate
of the row select transistor 512 is pulsed.

One terminal of the transfer transistor 504 is connected to
the photodetector 502 while the other terminal is connected
to the sense region 506. One terminal of the reset transistor
508 and one terminal of the readout transistor 510 are
connected to a supply voltage (Vdd) 514. The other terminal
of the reset transistor 508 is connected to the sense region
506, while the other terminal of the readout transistor 510 is
connected to a terminal of the row select transistor 512. The
other terminal of the row select transistor 512 is connected
to a column select line 410.

By way of example only, in one embodiment the photo-
detector 502 is implemented as a photodiode (PD) or pinned
photodiode, the sense region 506 as a floating diffusion
(FD), and the readout transistor 510 as a source follower
transistor (SF). The photodetector 502 can be an electron-
based photodiode or a hole based photodiode. It should be
noted that the term photodetector as used herein is meant to
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encompass substantially any type of photon or light detect-
ing component, such as a photodiode, pinned photodiode,
photogate, or other photon sensitive region. Additionally, the
term sense region as used herein is meant to encompass
substantially any type of charge storing or charge converting
region.

Those skilled in the art will recognize that the pixel 500
can be implemented with additional or different components
in other embodiments. For example, a row select transistor
can be omitted and a pulsed power supply mode used to
select the pixel, the sense region can be shared by multiple
photodetectors and transfer transistors, or the reset and
readout transistors can be shared by multiple photodetectors,
transfer gates, and sense regions.

When an image is to be captured, an integration period for
the pixel begins and the photodetector 502 accumulates
photo-generated charge in response to incident light. When
the integration period ends, the accumulated charge in the
photodetector 502 is transferred to the sense region 506 by
selectively pulsing the gate of the transfer transistor 504.
Typically, the reset transistor 508 is used to reset the voltage
on the sense region 506 (node 516) to a predetermined level
prior to the transfer of charge from the photodetector 502 to
the sense region 506. When charge is to be readout of the
pixel, the gate of the row select transistor is pulsed through
the row select 412 and row select line 414 to select the pixel
(or row of pixels) for readout. The readout transistor 510
senses the voltage on the sense region 506 and the row select
transistor 512 transmits the voltage to the column select line
410. The column select line 410 is connected to readout
circuitry (and optionally an image processor) through the
column select 408.

In some embodiments, an image capture device, such as
a camera, may not include a shutter over the lens, and so the
image sensor may be constantly exposed to light. In these
embodiments, the photodetectors may have to be reset or
depleted before a desired image is to be captured. Once the
charge from the photodetectors has been depleted, the trans-
fer gate and the reset gate are turned off, isolating the
photodetectors. The photodetectors can then begin integra-
tion and collecting photo-generated charge.

The pixels in the flicker detection region(s) can be imple-
mented similarly to pixel 500. Other embodiments can
configure the pixels in the flicker detection region or regions
differently. Two different implementations are described in
more detail in conjunction with FIGS. 6 and 7.

The pixels in a flicker detection region can be operatively
connected to respective column select lines, such as column
select lines 410 shown in FIG. 4. As such, charge in the
pixels can be sampled or read out in the same manner as the
pixels in the imaging area.

Alternatively, the pixels in the flicker detection region can
be operatively connected to separate readout circuitry and
column lines. FIG. 6 illustrates a simplified schematic
diagram of one example of pixels in an imaging area and in
a flicker detection region operatively connected to readout
circuitry. As described earlier, the pixels 406 in the imaging
area 404 are operatively connected to respective column
select lines 410. The pixels 600 in the flicker detection
region 602 each include a photodetector 604. The photode-
tectors 604 are operatively connected to a common flicker
sense node 606. The charge from each of the photodetectors
604 can be combined or averaged on the common flicker
sense node 606.

The common flicker sense node 606 connects to the gate
of a readout transistor 608. In some embodiments, the
readout transistor 608 is a source follower transistor. One
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terminal of the readout transistor 608 is connected to a
terminal of a column select transistor 610. The other termi-
nal of the column select transistor 610 is connected to a
column line 612. The gate of the column select transistor 610
can be connected to a row select line (not shown). The row
select line can be used to select or turn on the column select
transistor 610 when the charge or signal is to be sampled
from the flicker detection region 602. The other terminal of
the readout transistor 608 can be connected to a supply
voltage. The column select lines 410 and the column line
612 can each be connected to readout circuitry 614. In some
embodiments, the readout circuitry can be shared between
two or more column select lines 410 and/or column lines
612. Each readout circuitry 614 can include a digital-to-
analog converter to convert the analog signals obtained from
the pixels 406 and the flicker detection region 602 to digital
signals.

Referring now to FIG. 7, there is shown a simplified
schematic view of another example of pixels in an imaging
area and in a flicker detection region operatively connected
to readout circuitry. Like the embodiment shown in FIG. 6,
the pixels 406 in the imaging area 404 are operatively
connected to respective column select lines 410. The pixels
700 in the flicker detection region 702 are operatively
connected to a photo-current summing node 706. The photo-
current summing node 706 connects the photodetectors 708
together, allowing the photo-current from each photodetec-
tor 708 to be summed together. In the illustrated embodi-
ment, current summing can be defined by the equation
Lsons 2 "I(0.

The photo-current summing node 706 is connected to a
flicker readout circuitry 710. In some embodiments, the
flicker readout circuitry can include at least one column and
ADC dedicated to the flicker detection region (e.g., column
line 718 and ADC 722), in addition to the circuitry for the
imaging area 404. The flicker readout circuitry 710 can
include circuitry that is similar in structure as some or all of
the circuitry in the pixels 406. For example, the flicker
readout circuitry 710 can include a transfer transistor 712.
One terminal of the transfer transistor 712 is connected to
the photo-current summing node 706, while the other ter-
minal is connected to the gate of a readout transistor 714. In
some embodiments, the readout transistor 714 is a source
follower transistor. One terminal of the readout transistor
714 is connected to a terminal of a column select transistor
716. The other terminal of the column select transistor 716
is connected to a column line 718. The column line 718 is
dedicated to flicker readout circuitry. Any pixels in the
flicker detection column other than the flicker readout cir-
cuitry 710 are disconnected from the column line 718 and
can be connected to a separate column line (not shown).

The gate of the column select transistor 716 can be
connected to a row select line (not shown). The row select
line can be used to select or turn on the column select
transistor 716 when the charge or signal is to be sampled
from the flicker detection region 702. The other terminal of
the readout transistor 714 can be connected to a supply
voltage. The column select lines 410 and the column line
718 can each be connected to readout circuitry 720, which
includes an analog-to-digital converter 722.

A capacitor 724 can be connected to the photocurrent
summing node 706 through switch 726. The size of the
capacitor 724 can be programmable to adjust for various
lighting conditions and/or integration times of the summed
photocurrent detected by the pixels 700 in the flicker detec-
tion region(s). For example, a smaller capacitor value can be
selected for low illumination conditions and/or a short
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integration time, such that the flicker readout circuitry 710
can be operated in parallel with the normal operation of
pixels 406. Additionally, in some embodiments, the capaci-
tor 724 can reduce the threshold voltage or current needed
to turn on the readout transistor 714.

FIG. 8 is a flowchart of a method for detecting flicker in
an image sensor. In one embodiment, an image may be
captured using at least one pixel in the imaging area while
substantially simultaneously accumulating charge in the
pixel(s) in at least one flicker region. The method begins at
block 800, where charge accumulates in one or more pixels
in a flicker detection region or regions, and samples are read
out of the pixels multiple times while an image is captured
by the pixels in the imaging area. For example, samples can
be read out of the pixels 100 to 1000 times during image
capture. The samples can be averaged together at block 802.
In some embodiments, the samples are averaged digitally by
a processor, such as by image processor 402. In such
embodiments, the pixels in the flicker detection region(s)
can be reset and read out in between reading out the pixels
in the imaging area at the desired sample frequency.

Other embodiments can average the samples differently.
For example, the samples can be averaged as described in
conjunction with FIG. 6 and FIG. 7. And in other embodi-
ments, the pixels in the flicker detection region(s) can be
operatively connected to an analog-to-digital converter that
is separate from the image sensor and operates indepen-
dently of the readout circuitry and/or analog-to-digital con-
verters in the image sensor.

Next, as shown in block 804, the averaged samples are
analyzed to determine if flicker is present in the scene being
imaged. The averaged samples can be analyzed by a pro-
cessor, such as image processor 402 (FIG. 4) or processor
200 (FIG. 2). For example, in one embodiment, the proces-
sor can perform a Fourier transform using the averaged
samples. As another example, the processor can perform a
correlation with a known flicker pattern to detect flicker. And
in yet another embodiment, the processor can measure the
distance between local maxima and minima to detect flicker.

A determination can then be made at block 806 as to
whether or not flicker is detected. If not, the method ends.
When flicker is detected, the process passes to block 808
where a frequency of the flicker can be determined. Com-
pensation for the flicker is then determined at block 810. In
one embodiment, the exposure time of the image capture is
adjusted to reduce or eliminate flicker in the captured image.

As described earlier, the pixels in the one or more flicker
detection region can have multiple modes, with one mode
being flicker detection and another mode image capture.
FIG. 9 is a flowchart of a method for enabling a mode in an
image sensor. A mode selection signal can be received in
block 900. The mode can be selected by a user, by the image
sensor, and/or by the electronic device. For example, the
image sensor may determine that flicker detection will not
be needed, such as when an image is captured outdoors in
sunlight. Alternatively, a user can select whether he or she
wants to utilize flicker detection when capturing an image.

Next, as shown in block 902, a determination can be made
as to whether or not the flicker detection mode is selected.
If so, the process passes to block 904 where one or more
pixels in at least one flicker detection region are used to
detect flicker and the method ends. When the flicker detec-
tion mode is not selected, the pixel(s) in the flicker detection
region(s) may be used to capture an image along with the
pixels in the imaging area (block 906), and the method ends.
The signals and/or the timing of the signals provided to the
pixels can change based on which mode is selected. By way
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of'example only, the processor 402 can provide or enable the
signals to be transmitted to the pixels for each mode. In some
embodiments, the processor can produce the signals or read
the signals from a memory (e.g., memory 202).

Other embodiments can perform the method shown in
FIG. 8 or in FIG. 9 differently. A block can be added or
deleted, or the blocks can be performed in a different order.
As one example, block 808 in FIG. 8 can be omitted in some
embodiments.

Flicker detection regions can detect the presence of flicker
as well as the absence of flicker. Compensation for detected
flicker can occur more quickly than in convention image
sensors because samples are read out of the flicker detection
region(s) multiple times per frame (e.g., per image capture).
Additionally or alternatively, flicker occurring at a variety of
different frequencies can be detected more easily.

Various embodiments have been described in detail with
particular reference to certain features thereof, but it will be
understood that variations and modifications can be effected
within the spirit and scope of the disclosure. And even
though specific embodiments have been described herein, it
should be noted that the application is not limited to these
embodiments. In particular, any features described with
respect to one embodiment may also be used in other
embodiments, where compatible. Likewise, the features of
the different embodiments may be exchanged, where com-
patible.

We claim:

1. An image sensor, comprising:

an imaging area that includes a plurality of pixels;

one or more flicker detection regions each comprising one

or more pixels; and

a first readout circuitry operatively connected to each

flicker detection region, wherein the first readout cir-

cuitry comprises:

a first terminal of a transfer transistor operatively
connected to each photodetector in a respective
flicker detection region;

a second terminal of the transfer transistor operatively
connected to a gate of a readout transistor;

a first terminal of a switch transistor operatively con-
nected to the gate of the readout transistor;

a second terminal of the readout transistor and a second
terminal of the switch transistor operatively con-
nected to a voltage source; and

a variable capacitor operatively connected between the
voltage source and the gate of the readout transistor;

wherein at least one of the one or more pixels in at least

one flicker detection region is sampled multiple times
while at least one pixel in the imaging area captures an
image.

2. The image sensor as in claim 1, further comprising a
second readout circuitry operatively connected to one or
more pixels in the imaging area.

3. The image sensor as in claim 2, further comprising a
processing device operatively connected to the first and the
second readout circuitry.

4. The image sensor as in claim 1, wherein the first
readout circuitry comprises:

a first terminal of a select transistor operatively connected

to a first terminal of the readout transistor; and

a second terminal of the select transistor operatively

connected to a column line.

5. An imaging system, comprising:

an imaging area that includes a plurality of pixels; and

one or more flicker detection regions each comprising one

or more pixels;
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a first readout circuitry operatively connected to each
flicker detection region, wherein the first readout cir-
cuitry comprises:

a first terminal of a transfer transistor operatively
connected to each photodetector in a respective
flicker detection region;

a second terminal of the transfer transistor operatively
connected to a gate of a readout transistor;

a first terminal of a switch transistor operatively con-
nected to the gate of the readout transistor;

a second terminal of the readout transistor and a second
terminal of the switch transistor operatively con-
nected to a voltage source; and

a variable capacitor operatively connected between the
voltage source and the gate of the readout transistor;
and

a processor adapted to:

enable the one or more pixels in at least one flicker
detection region to be sampled multiple times while the
plurality of pixels in the imaging area capture an image;
and

detect flicker in the image based on the samples read out
of the one or more pixels in the at least one flicker
detection region.

6. The imaging system as in claim 5, further comprising

a second readout circuitry operatively connected to one or
more pixels in the imaging area.

7. The imaging system as in claim 6, wherein the pro-
cessor is operatively connected to the first readout circuitry.

8. The imaging system as in claim 6 , wherein the
processor is operatively connected to the second readout
circuitry.

9. A method for capturing an image in an image sensor,
wherein the image sensor includes an imaging area com-
prising one or more pixels and one or more flicker detection
regions each comprising one or more pixels, the method
comprising:

5

10

20

25

30

35

12

capturing an image with at least one pixel in the imaging

area;

substantially simultaneously accumulating charge in the

one or more pixels in at least one flicker detection
region;

performing multiple readout operations to obtain samples

from the one or more pixels in the at least one flicker
detection region while the at least one pixel in the
imaging area captures the image, wherein each readout
operation comprises averaging the samples by combin-
ing the samples on a common sense node or a common
photo-current summing node operatively connected to
the one or more pixels in the at least one flicker
detection region; and

detecting flicker in the image by analyzing the samples.

10. The method as in claim 9, further comprising com-
pensating for the flicker.

11. The method as in claim 10, wherein compensating for
the flicker comprises adjusting an exposure time for captur-
ing the image.

12. The method as in claim 9, further comprising prior to
analyzing the samples, averaging the samples obtained in
each readout operation.

13. The method as in claim 9, wherein analyzing the
samples to detect flicker comprises performing a Fourier
transform on the samples.

14. The method as in claim 9, wherein analyzing the
samples to detect flicker comprises performing a correlation
with the samples and a known flicker pattern to detect
flicker.

15. The method as in claim 9, wherein analyzing the
samples to detect flicker comprises measuring a distance
between maxima and minima in the samples to detect flicker.

16. The method as in claim 9, further comprising deter-
mining a frequency of the detected flicker.
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